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Abbreviation for Accessories

DS -Safety disconnect switch
CF8 -Type CF roof curb 8" high
SF8 -Type SF roof curb 8" high
CF12 -Type CF roof curb 12" high
SF12 -Type SF roof curb 12" high
611 -Automatic exhaust damper
611M -Motorized exhaust damper 1/115v
613 -Automatic supply damper
VC-1 -Motorized supply damper 1/115v
EC -Epoxy coating

SPECIFICATIONS

Romla maintains a policy of continuous product improvement. Specifications and dimensions are subject to change without notice.

ROMLA  VENTILATOR  CO.
9668 Heinrich Hertz Drive  •  Unit D
San Diego, California 92154
Ph (619) 946-1224  Fax (619) 946-1227

 •  Heavy duty six-bladed steel propeller
 •  Angle drive frame bolted to base assembly
    provides firm base and accurately aligns
    power assembly.
 •  Variable pitch drives to 7-1/2 Hp.
 •  Industrial dutyball bearing motor.
 •  Self-aligning pillow block bearings.
 •  Galvanized hood and all welded base assembly
    with protective urethane finish.
 •  Hinged hood for easy access to motor and drives.
 •  1/2 mesh galvanized birdscreen.
 •  Tested and rated in accordance with AMCA
     Standard 211

•  Belt drive power roof ventilator-specify exhaust
    or suppy application.


