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Side Intake

•  Sturdy Heavy Gauge Galvanized Steel
   Housing.
•  Side Intake Hood to Provide Unrestricted
   Airflow and Maximum Weather Protection.
•  One Inch Washable Aluminum Filters.
•  Blower is a Double Width, Double Inlet
   (DWDI) Forward Curbe Centrifugal Type.
•  Fan Capacity Ratings Based on Tests
   Made in Accordance With AMCA Std 211

Abbreviation for Accessories
CF-8      -Type CF roof curb 8" high
BD          -Backdraft Damper
MBD       -Motorized damper 1/115v
DCS        -Disconnect switch NEMA 1
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9 83.42 83.91 52.01 18.11 82.6 60.7 60.7 5.12 42X42 97

01 83.82 83.12 83.11 21.31 36.7 05.8 21.8 57.52 82X82 99

21 83.23 36.42 44.31 36.51 60.8 83.9 83.9 57.03 23X23 131

51 83.63 83.82 88.51 36.81 05.8 57.7 13.21 05.33 63X63 291

81 83.63 05.24 88.81 88.12 52.7 00.6 05.11 52.04 63X63 803

02 83.44 94 57.42 57.42 18.9 44.41 81.5 05.54 44X44 506

Romla maintains a policy of continuous product improvement. Specifications and dimensions are subject to change without notice.


