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ROMLA VENTILATOR COMPANY
9668 Heinrich Hertz Drive • Unit  D
San Diego, California  92154
Ph (619) 946-1224  Fax (619) 946-1227

SPECIFICATIONS

Model PA
Belt Drive Panel Fan

:TCEJORP
:NOITACOL

:YBDETTIMBUS
:ETAD

:ROTCARTNOC
:REENIGNE

:YBDEVORPPA
:ETAD

Romla maintains a policy of continuous product improvement. Specifications and dimensions are subject to change without notice.

KRAM LEDOM ON
D'QER PH PS NAF

MPR STLOV ZH EPYT MFC SEIROSSECCA

 • Belt Drive Panel Fan
 • Cast Aluminum Airfoil Propeller
 • Deep Spun High Efficiency Venturi
   For Superior Strength and Performance
 • All Welded Construction
 • Self-Aligning Pillow Block Bearings
 • Variable Pitch Drives to 7-1/2 Hp
 • All Angle Operation - Vertically, Horizontally,
   Any Intermediate Angle
 • Tested and Rated in Accordance with AMCA
   Standard 211

EZIS
SEHCNI-SNOISNEMID

.GVA
A B C D F I J

42 03 52 8/5-3 4/3-2 8/5-81 8/3-71 8/1-02 011

03 63 13 4/3-3 4/3-2 4/3-91 4/3-81 2/1-12 051

63 24 73 4/1-4 4/3-2 4/1-32 2/1-12 4/1-42 502

24 84 34 4/3-4 4/3-2 4/3-42 32 4/3-52 072

84 45 94 4/3-4 4/3-2 4/3-52 8/7-42 8/5-72 503

45 06 55 5 4/3-2 62 72 4/3-92 004

06 66 16 2/1-5 4/3-2 2/1-42 2/1-72 4/1-03 044

27 97 37 2/1-5 4/3-2 2/1-82 2/1-13 4/1-43 058

Abbreviation for Accessories

WS -Wall shutter
MWS -Motoirzed  wall shutter 1/115v
VC -Motorized center pivot damper

 (supply) 1/115v
RG -Motor side guard
FG -Front safety guard
WH -Wall  housing
WHG -Wall housing with guard
WC -Wall collar
EC -Epoxy coating


